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Certificato di Conformita del Controllo della Produzione in Fabbrica

1381-CPR-477 Milano, 21 Ottobre 2020

In conformitd al Regolamento 305/2011/EU del Parlamento Europeo e del Consiglio del 9 Marzo 2011
(Regolamento dei Prodotti da Costruzione o CPR), questo certificato si applica al prodotto da costruzione

Bitumi e Leganti Bituminosi

Fabbricato da

Fabbricante e sua qualifica: SONATRACH RAFFINERIA ITALIANA S.R.L. CON SOCIO UNICO
Indirizzo sede legale: Via Alessandro Manzoni, 38 — 20121 Milano

Indirizzo Raffineria: Contrada Marcellino - 96011 Augusta (SR)

Questo certificato attesta che tutte le disposizioni riguardanti la valutazione e la verifica della costanza della
prestazione descritte nell’ allegato ZA delle norme

EN 12591:2009 — Bitumi e leganti bituminosi — Specifiche per bitumi per applicazioni stradali

Nell'ambito del sistema 2+s-no state applicate e che
Il controllo della produzio e in fabbrica soddisfa tutti i requisiti prescritti di cui sopra.

Questo certificato € stajo emesso il 21 Ottobre 2020 e ha validita sino a che i metodi di prova e/fo i requisiti del
controllo della produzio e n fabbrica stabiliti nelle norme armonizzate (di cui sopra), utilizzati per valutare la
prestazione delle caratteristiche dichiarate, non cambino, e il prodotto e le condizioni di produzione nello
stabilimento non subiscano modifiche significative

Nota: Questo certificato sostituiSce il certificato N. 1381-CPR-477 emesso per la prima volta il 7 Luglio 2017

Data ultima emissione: 21 Ottobre 2020

Il Rappresentante Autorizzato Il Direttore Tecnico
p.p. Marco De Maria Flaviano Prosperi-Flaviani
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Any unauthorized alteration, forgery or falsification of the content or appearance of this document is untawful and offenders ay be progmg@d“b th§ L t of the
signature metely represents receipt of the document and SGS makes no representations as to the accuracy, adequacy and/for cbrﬁplé{eneé?x‘.é{ thirg” ?@ny testlabor. ults, re >
certifications. Any holder of this document is advised that the inf tion contained hereon is limited to visual examination of thé safely and reagily agcesslﬁfgpomons of the consignment only. Sol8H

for services related to wiltnessing/observing a third party’s intervention(s),in accordance with Client's instructions, the Company’s involv‘émenldgas béen limited to witnessing/observing a third party’s
intervention(s) at the third party’s laboratory/test house or other facilities and installations used for the intervention(s). The Company's solg responsibil@\,\ﬂas @ be present at the time of the third party’s
intervention(s) to forward the resuits, or confirm the occurrence, of the intervention(s). The Company is not responsible for the condition or califration of apparatus, instruments and measuring devices
used, the analysis methods applied the qualifications, actions or omissions of the third party’s pérsonnel or the analysis results. o
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Certificate of Conformity of the Factory Production Control

1381-CPR-477 Milano, 21 October 2020

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9th March 2011
(the Construction Product Regulation or CPR), this certificate applies to the contruction product

Bitumen and Bituminous binders

Produced by:

Manufacturer: SONATRACH RAFFINERIA ITALIANA S.R.L. CON SOCIO UNICO
Registered Office: V'a Alessandro Manzoni, 38 — 20121 Milano

Plant: Contrada Marcellino — 96011 Augusta (SR)

This certificate attests that all provisions concerning the assessment and verification of Constancy of performance
described in annex ZA of the Standard

EN 12591:2009 — Bitumen and bituminous binders — Specifications for paving grade bitumen

Are applied according to Sstem 2% and that the product and the Factory Production Control fulfills all the
prescribed requirements.

This certificate has been issued on 21t October 2020 and will remain valid as long as thé harmonized standard
remains valid or the manuf ct ring conditions in the plant or the factory production control itself are not modified
significantly.

This certificate is a translation of the original ce ificate nr. 1381-CPR-477 in italian language and must not be
used for any legal interpretation.

NOTE: This certificate replace the certificate nr. 1381-CPR-477 issued the first time on 7t July 2017

Date of last issue: 21t October 2020

Il Rappresentante Autorizzato Il Direttore Tecnico
p.p. Marco De Maria Flaviano Prosperi-Flaviani
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intervention(s) to forward the results, or confirm the occurrence, of the intervention(s). The Company is not responsible for the condition or calibration, of apparatus, instruments and measuring devices
used, the analysis methods applied the qualifications, actions or omissions of the third party's parsonnel or the analysis results.
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